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The main difference between the unit and the usual feed
attachments is that instead of just feeding the timber past the
saw at the required speed this attachment also returns it
automatically to the sawyer at the end of the cut. lt is re-
turned at a speed double to the sawing speed whilst the piece
of timber which has been sawn, remains at the rear of the
machine.
This automatic movement reduces and simplifies the work of
the sawyer and thus increases significantly the output of the
machine.
It is particular suitable for the fast sawing of flitches or square
timber coming off the Bandmill and converts them into sawn
planks, t¡mber for pallets etc... it is equally suitable for straight
line edging planks and waney edge timber off the Bandmill.
This unit can be used on all makes of Bandsaws providing the
cutting edge of the blade is on the left of the Bandmill headrig.
It is of course possible for us to supply a machine complete
with this feed attachment. ln this case, we can supply headrigs
with wheels of 1 m 1O (44") dia. to suit blades of 1 10 mm (4")
or 130 mm (5") width. Alternatively castings can be supplied
with wheels of 1 200 mm (a8") dia., to su¡t blades up to
150 mm (6") width. These headrigs can be supplied with
either automatic or manual blade tension.

MAIN TECHNICAL SPECIFICATION
1 . The automatic reverse action is independent of the lenght

of the timber.
2. The rise and fall of the feed roller can either be operated

by the timber itself as it enters, or controlled by the
sawyer.

3. A circular riving knife placed behind the saw blade en-
sures straight cutting and also stops the timber catch¡ng
the blade on it's return.

4. The required sawing speed is obtain by means of a variable
speed unit controlled by the sawyer.
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5. At the end of the cut the return movement can be cut out
so that the last piece can be taken away.

6. The unit can on demand, be fitted on a pivot arm allowing
it to dissapear if not required.

FEED SPEEDS 16 - 48 m/minute
(52-158ft/min.)

RETURN SPEEDS . 32 - 96 m/minute
(105-315Ít/min.)

LENGHT OF RO'LLER TRACKS SUPPLIED
WITHTHEATTACHMENT .3m(9'9")

(Häl;:å'i"ïåii

DRIVING MOTOR FOR FEED .1,2 H.P.
MOTOR TO DRIVE REMOTE CONTROL,

RISE AND FALL OF FEED ROLLER , 0,75 H.P.
Optional extras - Additional to the feed attachment and its
length of roller track the following can be supplied :

- A system of cross roller guides to push the timber against
the fence.

- A fence of the parallelogram type with a visual selector.

- Extension lenghts of roller track for the sawi ng of long
timber.

- A flat carriage for the squaring of small logs.

- An automatic removal unit extending the length of the roller
track, this can take away and automat¡cally eject the sawn
timber three ways, either on chains to be further machined.
or on pallets.

WITH AUTOMATIC EJECTION OF THE SAWN TIMBER,
A SINGLE OPERATOR CAN WORK THE MACHINE.

- All rights reserved.

ln view of the improvements and modifications which are
continuously made to our models, details may be modified.
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