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Swivel 210

Max. (mm)

1400 210 210 x 210

⌀ 570

Max. log diameter 1400 mm

Max. opening betwen blade guides 210 (420) mm

Log length standard model 6,1 m

Min. log length 1 m

Saw disk motor 15,5 kW

Saw disk 570 x 5,2/3,8 x 408

Weight standard model 500 kg

DESCRIPTION

Circular Blade Swivel Saw. Designed for sawing logs of diameters (up to 1,4 m). It’s mobile design enables the setting-up right in
the heart of the forest where big logs can be converted into lumber on the spot.

Swivel has a single circular blade which saws horizontally on the forward run, is then swung through 90° and saws vertically on the return.
As both runs are productive, no time is wasted on carriage return or turning the log to produce square edged timber (max. 210 x 210 mm).
The 570 mm diameter tungsten carbide tipped blade produces a smooth finish and the teeth remain sharp for very long periods. To provide
quality and reliability, the sawmill is equipped with the 15.5 kW HONDA petrol engine. Easy to install and operate. Supplied with the swivel
saw is a blade sharpener. The blade can be easily sharpened without being removed from the machine.
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BAND SAWS

• The original saw blades PILOUS MAXwood are available in a variety of types which enables you to process any kind of wood.
• The wide product range not only offers more affordable saw blades for low-volume cutting, but includes also saw blades for fully
professional cutting and utmost performance.
• The foundation of all saw blades are top-quality German materials and precise workmanship. The quality of the saw blades is carefully
monitored. All saw blades correspond to the strict ISO 9001 norm.
• We have added to our portfolio also an original Munkfors saw blade made by the world`s leading manufacturer Uddeholm from Sweden.
• Pilous saw blades are used in dozens of countries around the world. Any wood you cut, the company Pilous will recommend you a saw
blade that will fit your needs.

BiMetal
Saw blade with tool steel teeth - completely eliminates the need to sharpen the
saw blade as well as frequent blade replacement. Use: soft, hard to extremely
hard wood.

HSS
Bearing blade

Stellite
Saw blade with teeth made of Stellite. Tooth setting is completely unnecessary.
Use: soft, hard to extremely hard wood.

Carbon spring steel
The most common saw blade for optimum price/performance ratio. Use: soft and
hard wood.

Be careful when unpacking welded saw blades. They are in a shipping container
in tensioned condition. Remove the saw blade cover only after fitting it onto the
machine.




