
Manual Turning laThe 3000-S
for continous professional operation

3000-S

Constructed for the professional user, the 3000-S presents all technical advantages, which are characteristic 
for an efficient wood turning lathe. The 3000-S is a very precise and powerful machine in grey cast iron (no 
sheet metal construction) and first-class workmanship made in Germany. 

Distance between centres: 1.100 mm (standard), 1.400 mm, 1.700 mm, 

HeigHt of centres: 250 mm

specific cHaracteristics of tHe 3000-s:
Headstock and machine base made in high quality grey cast iron with milled and polished bed slideway.
Bearing of the hollow shaft free from backlash (suitable for connection of vacuum device) with thrust M 33 
and inner cone MK 3. Hand wheel for braking. Handrest (180 mm), with eccentric quick clamping.
Tailstock in massive grey cast iron with eccentric quick clamping and cone MK2

Drive:
1.1/1.4 kW motor, 400 volts, 3-phase, 50 Hz, speed: 400-800-1.000-1.250-1.600-2.000-2.500-3.200 rpm.
As an option infinitely variable spindle drive with frequency converter. Safety electricity according to VDE  
with undervoltage release and lockable switch, indexe of protection IP 54.

Dimensions (stanDarD): L= 1.950 mm / 2.250 mm / 2.550 mm, 
      W= 450 mm, H= 1.230 mm

weigHt (stanDarD): approx. 240 to 300 kg depending on type



The manual turning lathe 3000-S can be completed at any moment to become an efficient copying lathe. 
Therefore, you can choose between the possibility to upgrade the 3000-S by mounting additionaly a 
copying slide to achieve the functionality and equipment of the 5000-H (only possible in case of distance 
between centres 1400 mm and 1700 mm), or to enlarge the lathe by the simple installation of the copying 
unit KA-90. This unit can be mounted longwise (f.e. for rungs) or crosswise to copy plates, bowls or discs. 

specific cHaracteristics of tHe copying unit Ka-90:
 Copying unit in high quality grey cast iron with milled and polished guideway
 Sensible chip removal by means of threaded spindel
 Depth stop for final workpiece diameter
 Manual rework possible without disassembly
 Max. copying diameter 320mm.
  Min. copying diameter 45mm due to vibration risk 

possibility to use self-centering back rest and manual rework
 Max. copying length 950mm, max. copying stroke 100mm

Specifications subject to change!

KA-90 original part scanning

KA-90 with crosswise copying support to copy plates, discs,..

   Quick change from lenghtwise  
to crosswise copying 

   Max. copying diameter 500mm

   Copying stroke 100mm
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