
MANUAL TURNING LATHE 6000-H
for heavy manual turning parts with diameter up to 600 mm

6000-H

Constructed for the professional user, the 6000-H presents all technical advantages, which are characteristic  
for an efficient wood turning lathe. The 6000-H is a very precise and powerfull machine in heavy grey cast iron 
(no sheet metal construction) and first-class workmanship made in Germany.

Distance between centres:  1.350 mm (standard), 1.800 mm, 3.700 mm, 

HeigHt of centres: 300 mm

specific cHaracteristics of tHe 6000-H:
  Headstock, machine bed and feet in high-quality grey cast iron with milled and polished bed slideway. 
  Bearing of the hollow shaft free from backlash (suitable for connection of vacuum device) with thrust  

M 45 and inner cone MK 4
  Handwheel for braking
  Handrest (275 mm), with eccentric quick clamping.
  Tailstock in massive grey cast iron with eccentric quick clamping and cone MK3

Drive:
2.2 kW motor, 400 volts, 3-phase, 50 Hz, infinitely variable speed range from 375 to 2700 rpm
Option: pole-changing motor 1.4/2.2kW for increased speed range from 270 to 3500 rpm
Safety electricity according to VDE with undervoltage release and lockable switch, indexe of protection IP 54

Dimension (stanDarD):   L= 2.700 mm / 3.050 mm / 4.900 mm, 
W= 660 mm, H= 1.300 mm

weigHt (stanDarD):  approx. 750 to 1100 kg depending on type
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CopyING TURNING LATHE 6000-ES
for heavy copying turning parts

6000-ES

Constructed for the professional user, the 6000-ES presents all technical advantages, which are characteristic for 
an efficient wood turning lathe. The 6000-ES is a very precise and powerfull machine in heavy grey cast iron (no 
sheet metal construction) and first-class workmanship made in Germany.

Distance between centres:  1.350mm (standard), 1.800mm, 3.700mm, (calculated with short six-
pronged dog and short live centre) 

copying lengtH:  1.170 mm (standard), 1.620mm, 3.520 mm, (calculated with long six-pronged dog and 
long live center and four-jaw back rest. By using the ring-follower rest additional 120 
mm must be deducted )

coopying Diameter: 400mm                      HeigHt of centres: 300 mm

specific cHaracteristics of tHe 6000-es:
  Headstock, machine bed and feet in high-quality grey cast iron with milled ans polished bed slideway.
  Bearing of the hollow shaft free from backlash (suitable for connection of vacuum device) with thrust M 45 and 

inner cone MK 4
  Handwheel for braking
  Following handrest on slide 160mm
  Option: Handrest (275 mm) with eccentric quick clamping possible 
  Tailstock in massive grey cast iron with eccentric quick clamping and cone MK3

Drive:
2.2 kW motor, 400 volts, 3-phase, 50 Hz, infinitely variable speed range from 375 to 2700 rpm
Option: pole changing motor 1.4/2.2kW for increase speed range from 270 to 3500 rpm
Safety electricity according to VDE with undervoltage release and lockable switch, indexe of protection IP 54

Dimension (stanDarD): L=2.700mm/ 3.050mm/ 4900mm, W=660 mm, H= 1.300 mm

weigHt (stanDarD): approx. 750 to 1100 kg depending on type
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