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MAXI-2 Heavy Cast Iron Variable Speed Lathe with Outboard Facility

The MAXI-2 is a truly classic lathe, 
featuring a fixed head for outboard 
turning. It has been designed to offer 
large capacities and support for heavy 
work in a traditional configuration that 
is familiar to woodturners worldwide. 
Combined with modern construction 
and high quality electronic control, this 
machine is ideal for the professional 
woodturner as well as the  
dedicated enthusiast.

Cast iron features heavily in the 
construction of this machine, including 
the headstock, tailstock and cast bed. The 
splayed legs give further stability, with an 
opposing asymmetrical design to spread 
load and counteract the forces generated 
by this formidable lathe.

RRP £2699.99

MAXIMUM BOWL DIAMETER: 

520 mm (20”)

MAXIMUM BOWL DIAMETER 

OUTBOARD: 720 mm (30”)

MAXIMUM BETWEEN 

CENTRES: 975 mm (38”)

MAXIMUM SWING OVER BED: 

520 mm (20”)

SPINDLE SPEEDS: 50 - 3890 rpm

MOTOR: 2 hp

THREAD: 1 1/4” x 8TPI

 

TAPER: 2 Morse Taper

WEIGHT: 270 kg

SIZE: W1380 x D480 x H1260 mm

SPECIFICATIONS

Extra Heavy Duty Spindle The 1 1/4” x 8 TPI spindle 
is ideal for the heaviest work and has a machined 
register for secure and accurate mounting.

Rock Solid Headstock The cast iron headstock 
features indexing with locking pin. The handwheel 
provides full control of the spindle in normal use and 
can be removed to provide outboard turning on the rear 
of the headstock.

Electronic Variable 
Speed Easy and instant 
speed control is achieved 
using the premium quality 
European made Schneider 
inverter, the industrial 
solution to variable  
speed control.

Control box can easily be 
mounted at either end of 
the lathe. 

“The lathe when working with the large platter 
performed without fault...The mass of this lathe 
allows the MAXI-2 to be effective at dampening 
vibration. Heavy and light refining cuts were made 
with ease. I like the fact there are two positions for 
the speed control, which is good when working near 
the headstock or when hollowing or spindle turning 
near the tailstock. The tailstock and toolrest assembly 
lock firmly and are easy to move to a new position 
when needed...I have found this lathe to be a delight 
to use. It is solidly built and well conceived in how it 
fits together and how it functions. This one is certainly 
solid and capable of a wide variety of work. 
The mass of the MAXI-2 is, in my opinion, excellent 
and really does reinforce the fact that this lathe is 
well worth looking at when considering buying a 
good capacity machine.” 
Woodturning

What They Say...

MAXI-2 shown with optional MAXI-2/A outrigger.
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Tailstock The 2MT cam lock tailstock gives rock solid 
holding power and the centres are easily removed 
using the supplied tommy bar. The tailstock is hollow to 
enable long hole boring.

Easily Accessible Motor To give extra space for 
outboard turning, the motor is located inside the stand 
rather than on the headstock.  Belt tension is easily 
adjusted using the handle on the motor mount.

Construction Substantial use of cast iron for bed, 
headstock, tailstock and legs provide the mass and 
dampening required for any project within its capacities. 

CAUTION:  This lathe is extremely heavy, fit helpers and lifting gear (such as an engine 
hoist) will probably be required for assembly and installation.

OPTIONAL FITMENTS

MAXI-2/A Outrigger 
Solid cast iron unit helps to expand 
your lathe capacity to turn bowls 
up to 29” in diameter. 
RRP £179.99

Outboard Turning Platters up to 30” can be turned 
using the optional MAXI-2/A Outrigger. (Reverse thread 
accessories required).

20” Bowl 
diameter 
over the bed.


