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503 
20” Trade Bandsaw

403 
16” Trade Bandsaw

603 
24” Trade Bandsaw

503 Specifications

Blade Length: 156”

Blade Width: 6-32 mm

Blade Speed: 1500 m/min

Max Depth of Cut: 335 mm
Throat Width: 480 mm

Table Size: 633 x 485 mm

 

 
Table Tilt: -3.5 - 45º

Band wheel Diameter: 500 mm

Motor Power Output: 3.0 kW (UK3)

Weight: 220 kg

Size: H1800 x W910 x D730 mm

Extraction port: 100 mm x 2

603 Specifications

Blade length: 176”

Blade width: 10-35 mm

Blade speed: 1500 m/min

Max depth of cut: 370 mm

Throat width: 580 mm

Table size: 700 x 608 mm

Table tilt: -1.5 - 22.5º

Band wheel diameter: 600 mm

Motor power output: 4.0 kW (UK3)

Weight: 330 kg

Size: H1970 x W1170 x D810 mm

Extraction port: 100 mm x 2

Blade length: 139”

Blade width: 6-32 mm

Blade speed: 1200 m/min

Max depth of cut: 280 mm

Throat width: 390 mm

Table Size: 578 x 420 mm

 
New design band wheel tyres with improved performance. Heavy duty cast table trunnions.

Solid cast iron band wheels.
 
Lower solid band wheels with tyres fitted, motor fitting and belt 
tension adjustment rods.

Switch assembly with rotary operation and mushroom stop.
 
Quick blade tension release on the 403 and 503.

Startrite have long been associated with high quality 
bandsaws that offer reliable service over many years. 
The trade range bandsaws draw on that tradition and 
offer exceptional value for money.
The whole range features large cast iron tables to 
provide substantial workpiece support. These tables are 
finely ground to reduce friction and provide an accurate 
datum. They are seated on heavy duty trunnions, 
machined to ensure smooth and accurate movement 
and also provide rock solid table support over the full 
range of table positions. The tables themselves are 
large, heavily ribbed and surface ground for flatness.
The heavy duty band wheels are cast iron - Balanced 
and fitted with high quality rubber tyres to aid tracking, 
giving the essential torque needed when performing 
heavy duty cutting. The top wheels are mounted to 
heavy duty industrial tensioning systems. Adequate 
tensioning is critical for accurate, straight cutting and 
the mechanism fitted to this range is probably the 

heaviest on the market at this level. For fast and easy 
blade changing, all models feature a quick-release 
blade tension system. 
The steel tool posts are mounted in heavy castings and 
machined with a rack to enable safe and easy rack-and-
pinion adjustment of the upper blade guides and guard. 
The side guides are industrial ball race bearing guides 
which offer a good surface area to resist blade twist, 
having easy and precise adjustment for simple setting. 
In addition, they are protected by a strong blade guard.
The rip fences are deep and made from heavy 
extrusions. These are fixed to cast iron mounts which in 
turn are mounted on steel ground bars that run the full 
width of the tables to enable easy use of the fences on 
both sides of the blade.
The 403, 503 and 603 all feature emergency stop 
kick switches and safety microswitches on the doors. 
The 403 features mechanical braking, ideal for use in 
educational environments.
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Optional Accessory
403-MG Mitre Fence £59.99

Optional Accessory
403-MG Mitre Fence £59.99

Optional Accessory
403-MG Mitre Fence £59.99

Table Tilt: -3.5 - 45º

Band wheel diameter: 400 mm

Motor power output: 1.5 kW (UK1), 2.2 kW (UK3)

Weight: 170 kg

Size: H1680 x W770 x D650 mm

Extraction port: 100 mm x 2

Industrial Bandsaw Range

403 Specifications

ONLY

£ 1399.99

Available as single 
or 3 phase

ONLY 

£ 1599.99

Available as 3 phase only

ONLY 

£ 2099.99

Available as 3 phase only



Maximum Blade Size: 315 mm

Blade Bore: 30 mm

Scoring Blade Size: 120 mm

Scoring Blade Bore: 20 mm

Blade Speed: 4000 rpm

Maximum Rip Capacity: 900 mm

Sliding Carriage Stroke: 1250 mm

RPSB31524 315 mm X 30 mm Bore (Z=24 Teeth) ATB TCT Saw Blade £69.99

RPSB31548 315 mm X 30 mm Bore (Z=48 Teeth) ATB TCT Saw Blade £69.99

RPSB31580 315 mm X 30 mm Bore (Z=80 Teeth) TCG TCT Saw Blade £119.99

RPSBSS120 TCT Scoring Blade Split (2.8-3.6 mm KERF), 

 120 mm Diameter x 20 mm Bore £71.49

RPSBSS80 TCT Scoring Blade Split (2.8-3.6 mm KERF), 80 mm 

 Diameter x 20 mm Bore £69.99

Hard Bodied Professional 
TCT Blades
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TS1 
315 mm Heavy Duty 
Table Saw
The TS1 introduces new standards of quality for a heavy duty table saw designed for 
the busy professional workshop. With its large capacities and robust construction, 
it is built to give years of reliable and accurate service. The machine is supplied 
complete with a large squaring frame which is attached to an industrial quality 
sliding beam and held from beneath by a substantial support arm. With a 1200 mm 
stroke, the TS1 is ideal for cross cutting 4’ sheets.
In addition to the 315 mm diameter main blade, the machine also features a 
scoring blade with its own motor, allowing it to be operated independently of the 
main blade. The fence, which features an accurate micro-adjustment mechanism, is 
mounted to a solid steel bar with a large cast iron bracket. This design gives smooth, 
easy movement whilst also allowing solid locking down of the fence. At its farthest 
position the fence gives support for up to a 900 mm rip cut across the finely ground 
cast iron table. In addition, the height and angle of both the main blade and scoring 
blade are controlled independently using separate mechanisms to ensure accurate 
and secure positioning, essential for successful performance.

Squaring Frame 
The squaring frame features a heavy duty fence which can be locked in position from 0 - 45º.

 
Industrial Sliding Beam 
The heavy duty sliding beam gives solid support and smooth movement.

 
Scoring Blade Adjustment 
The scoring blade height and alignment are adjusted independently of the main blade to 
achieve the perfect cut.

Specifications

Scoring Blade 
Powered by a separate motor 
for maximum power and 
reliability.

Industrial Fence Mount 
The solid fence is mounted on a thick steel 
bar and large cast iron bracket with micro-
adjustment.

Blade Tilt: 0 - 45º

Maximum Depth of Cut 90º: 102 mm

Maximum Depth of Cut 45º: 72 mm

Table Height from Floor: 870 mm

Motor: 2.5 kW

Weight: 400 kg

Size: H860 x W2030 x D1730 mm 

ONLY

£ 2799.99

45001 Single phase
45002 3 phase



ONLY

£ 1699.99

Available as single 
or 3 phase
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Filtration: 0.5 microns

Air Flow: 54, 108 or 162 litres / second

Capacity: 90 litres

Motor: 2 or 3 kW

Inlet: 4”

Weight: 17 or 19.5 kg

Size: W465 x D465 x H630 mm

SD31-PK/A 
12 x 8” Heavy Duty Planer 
Thicknesser Package with 
Wheelkit and Digital 
Readout

CGV386 
Large Extractor 

The Startrite SD31 is a compact yet extremely accurate, powerful and easy to use 
industrial Planer Thicknesser. It has been designed to offer serious home users 
and smaller professional workshops a high performance solution for accurate 
dimensioning of timber.

One of the key features of the SD31 is its parallel table lift design. Changeover 
from planing to thicknessing mode is fast and easy - Simply loosen the cam 
action table locks and lift the entire table assembly, including the fence, in one 
movement. The tables themselves are heavily ribbed and made from cast iron, 
giving more than adequate support for even the heaviest timbers. In addition they 
are an impressive 1400 mm in length - Ideal for planing long timbers accurately.

For a smooth, superior finish, the cutter block has 3 knives and the outfeed roller 
is rubber coated to reduce marking of the timber as it is fed from the machine.

The thicknessing bed is mounted to a heavy duty central column for excellent 
support. The bed is easily adjusted using the large hand wheel to 
the side of the machine and there is also 
a table lock mechanism to 
eliminate any play, aiding the 
accuracy of the cut.

Easy to use, powerful and 
accurate, the SD31 
gives professional 
performance and 
results in a compact and 
cost effective package.

The CGV386 has an impressive capacity of 90 litres. In addition to wood dust and 
chippings, it can tackle workshop debris, nails, and many other types of waste with 
ease and features the CamVac triple filtration system for effective treatment of fine 
particles. The cyclonic neutral vane theory technology draws the waste into the drum 
with great force and directs it around the outside edge, keeping the filters cleaner 
and allowing the waste to fall to the bottom of the drum.

The lid features an acoustic outlet for the motor - When the optional hose is fitted, 
the sound of the motor can be directed away from the machine, greatly reducing 
noise in the workshop.

Fence tilts to 45º 
The fence can be quickly tilted to 45º with the simple to use 
fence mount system.

3 Knife Cutter Block A proven industrial design, the 3 knives 
of the cutter block ensure a smooth finish.

Parallel Table Lift
Fast and easy changeover for improved work flow.

Easy to Use Cam Action 
Table Lock The tables are locked 
in place in seconds with the 
easily accessible lock levers.

 
SD31-DR Digital Readout 
Easy to upgrade digital 
readout accurately shows 
position of the thicknessing 
table.

 
SD31-W Jockey Bar 
Wheel Kit
For easy movement of the 
SD31 around the workshop.

Special Package Deal
Includes Wheel Kit and Digital Readout

GV386 Options:

CGV386-5 90L 2000 W Large Extractor, 4” Inlet £399.99
CGV386-6 90L 3000 W Large Extractor, 4” Inlet £499.99

 
The drum filter and motor filters give 3 stage filtration for fine 
dust.

The unique cyclonic inlet directs the waste away from the filters 
and gives excellent suction.

The acoustic outlet effectively reduces noise during operation 
when the optional 2.5” hose is fitted.

BUY SAME TIME

ZAMV-HC 4” PU Hose Assembly Complete (2.5 m long) £39.99 Save £10.00

CVA250-10-102 2.5” 2.5 m Flexible Hose Assy Complete £19.99 Save £5.00

CKV250-100 2.5” Standard Tool Kit £29.99 Save £10.00

40025 4” to 2.5” Reducer £9.99 Save £5.00

Dust Hood Retention Catch for Safety
This catch eliminates the risk of the dust hood being accidentally 
removed and therefore exposing the blades.

Optional Accessory
CVA386-27-100 386 Caster Set £49.99

Made in the UK

FROM 
ONLY

£229.99

Hose not included

Specifications

Motor input P1: 2.75 kW

Motor output P2: 2.2 kW

Thicknesser feed rate: 7 Metres / Minute

Cutter block knives: 3

Cutter block diameter: 70 mm

Max. thicknessing height: 230 mm

Max. thicknessing width: 310 mm

Max. thicknesser depth of cut: 3 mm

Max. planing width: 310 mm

Max. planer depth of cut: 3 mm

Planing table length: 1407 mm

Weight:  175 kg

Size: W1407 mm x D745 mm x H1005 mm

Specifications

0.5 MICRON
Suitable for MDF

FILTRATION
RATING



Industrial Woodworking 
Machinery

www.recordpower.info

Record Power Ltd, 
Centenary House, 11 Midland Way, 
Barlborough Links, Chesterfield, 
Derbyshire S43 4XA
Tel: +44 (0) 1246 571 020  


