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Startrite	Showroom
The	Startrite	national	showroom	is	conveniently	situated	
just	off	junction	29A	of	the	M1,	in	the	heart	of	the	UK,	with	
a	wide	range	of	Startrite	machinery	and	accessories	on	
display.
The	showroom	is	open	Monday	to	Friday,	10am	-	4pm	and	
provides	the	ideal	opportunity	to	appreciate	the	quality	

of	these	machines	first	hand	and	see	them	in	use.	Our	
experienced	and	knowledgeable	staff	can	discuss	your	
requirements	and	make	sure	the	right	machine	is	chosen		
for	the	job.
Call	us	on	01246 561 520	for	further	details.



About Startrite
Startrite have over 60 years experience in the design and manufacture of 
superior machines for woodworking applications. Our range has been designed 
to offer maximum machine life, ease of use and quick return on investment.

If you would like to discuss how we can help boost your productivity, see a 
demonstration or request some test cuts please contact us on 01246 561 520 
or visit www.startrite.co.uk.

  Images and specifications quoted in this leaflet are not binding in detail.  We reserve the right to change specification without notice. E&OE.

315mm (12)” BLADES
RPSB31524	 TCT Saw Blade 315mm X 30mm Bore (Z=24 Teeth) ATB	 	 	

RPSB31548	 TCT Saw Blade 315mm X 30mm Bore (Z=48 Teeth) ATB	 	

RPSB31580	 TCT Saw Blade 315mm X 30mm Bore (Z=80 Teeth) TCG  (LOW NOISE	- FEATURES NOISE REDUCTION SLOTS)
 

SCORING BLADES
RPSBSS80 TCT Scoring Blade, Split (2.8-3.6mm kerf), 80mm dia x 20mm Bore     

RPSBSS100 TCT Scoring Blade, Split (2.8-3.6mm kerf), 100mm dia x 20mm Bore     

RPSBSS120 TCT Scoring Blade, Split (2.8-3.6mm kerf), 120mm dia x 20mm Bore     

Blades and Tooling
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TCT	Saw	Blades
Our blades are high quality, hard bodied blades suitable for the 
professional workshop, featuring expansion slots and generous tungsten 
carbide tips. Excellent results can be obtained and they should provide

a longer than average life, making them excellent value for money. 
Our comprehensive selection caters for all needs. Other sizes and tooth 
pitches are available on request.

Planer	Knives
Precision ground 
planer knives suitable 
for most planers are 
available, together 
with replacement  
tersa knives.

Spindle	Tooling
A complete range 
of spindle tooling is 
listed in our specialist 
catalogue, together 
with replacement TCT 
knives. Please contact 
us on 01246 561 520  
for a catalogue.

Bandsaw	Blades
A wide range of 
bandsaw blades 
are available to suit 
every machine and 
application, made in 
the UK to exacting 
standards.

SPARES	SERVICE

We stock a huge range  

of Startrite spares  

and accessories.

Please call 01246 561 520 

for more information
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Trade Bandsaw Range
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Startrite has long been associated with high quality bandsaws that offer reliable service 
over many years. This new family of machines draws on that tradition and offers exceptional 
value for money. There are three models available which all share the same essential design 
and features but vary in capacities and motor power. These machines offer exceptional value 
for money when compared with similarly priced competition.

Each machine has a large cast 
iron table providing substantial 
workpiece support. The tables are 
finely ground to reduce friction and 
provide an accurate datum. The table 
slot is on the side to ensure free access to the blade.

CAST IRON TABLESA

The rip fence is deep and made 
from a heavy extrusion. This is 
fixed to a cast iron mount which 
is in turn mounted on a steel bar 
that runs the full width of the table to 
enable easy use of the fence on either side of the blade.

RIP FENCEF

Bandwheels are cast iron which 
are balanced and fitted with 
rubber tyres that are ground with 
a crowned surface to aid tracking. 
The top wheel is mounted on a heavy 
tensioning mount. Adequate tensioning is critical for 
accurate straight cutting and the mechanism fitted to these 
machines is probably the heaviest on the market at this 
level. The 352E will take up to a 25mm blade; the 502E and 
602E will take up to a 35mm blade.

BANDWHEELSB

The toolpost is a solid steel bar 
mounted in a heavy casting. 
The post is machined with a rack 
to enable safe and easy rack and 
pinion adjustment of the upper blade 
guide and guard. The side guides are industrial roller guides 
which offer a good surface area to resist blade twist and 
have easy and precise cam adjustment for simple setting. 
The rear thrust rod is a steel bar fitted with a carbide tip - a 
simple and effective solution that has been used by Startrite 
for many years.

TOOLPOSTC

The table is seated on a heavy 
cast iron double trunnion. The 
trunnion is machined to ensure 
smooth and accurate performance 
and each side has a solid, metal 
locking handle which provides a rock solid foundation. 
The table itself is large, heavily ribbed and surface ground 
for flatness. The table insert is large enough to allow easy 
access to the lower guide assembly and the table slot is on 
the side of the table so there is an unbroken and smooth 
table surface on which to feed your material into the blade.

CAST IRON 
TRUNNIONE

The tensioning system is a very 
substantial steel construction 
providing ample blade tension for 
the capacities of the machine from 
6 to 35mm.

TENSIONING 
SYSTEMD

SAFETY FEATURES
The Trade Range  of Bandsaws are built to comply with 
regulation BS4163, making them suitable for use  
in educational. 
The motor is equipped with a mechanical brake, whilst user access can 
be restricted through the keyswitch. The doors have microswitches and 
the machines are fitted with a kickswitch.



BLADE GUIDES

Industrial roller guides are cam 
adjusted for precise setting.

TABLE INSERT

A large removable table insert 
allows easy access to the lower 
blade guides.

352E & 502E Trade Range Bandsaws

SPECIFICATIONS 352E 502E
Height under guides 255mm	 340mm

Maximum cutting width 345mm	 465mm

Table size 548	x	500mm	 635	x	485mm

Table tilt 0-20º	+	-	 0-20º	+	-

Blade width (min / max)  6	/	25mm	 6	/	30mm

Blade length  2845mm	(112”)	 3810mm	(150”)

Diameter of bandwheel 350mm	 500mm

Motor Power  2hp	 2.5hp

Size W820	x	D660	x	H1835mm	 W990	x	D680	x	H1970mm

Weight 125kg	 200kg
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SAFETY SWITCHES

The doors feature positive 
microswitches.

TILTING TABLE

The table tilts from 0 - 20º.

DUST EXTRACTION

A 100mm dust extraction port on 
the side of the machines provides 
effective extraction.

HEAVY MITRE FENCE

A heavy duty cast iron mitre 
fence is available as an option.

502E shown with optional 
cast iron mitre gauge.



Industrial Bandsaw Range

Blade guides are a small 
component but essential to the 
cutting performance of a bandsaw. 
By providing support just behind 
the ‘set’ on the blade the guides give 
valuable support where it is needed most and 
prevent twisting and distortion while cutting.

Ceramic Guides
A revolutionary blade guide system that is designed to give 
many years of superior high quality band sawing. Unlike 
other blade guide systems the ceramic guide supports the 
blade on the sides above and below the rear blade thrust 
pad, thus eliminating blade twist and providing unsurpassed 
stability. Ceramic guide blocks are used instead of 
conventional materials for both side and rear thrust support. 
This enables the guides to run close to the blade on all sides 
without heat build up.

Roller guides
The roller guide system evolved from traditional industrial 
guides. This new version is accurately 
machined, uses industrial bearings 
and is very simple to set and 
adjust to achieve excellent results. 
This is still a very accurate system 
but more economic for the 
workshop that cannot justify the 
extra cost of the superior  
ceramic system.
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BANDWHEELSD
The bandwheels are the real heart 
of a bandsaw and their quality 
and construction are one of the 
most critical areas affecting the 
performance of the saw. 

Construction
Cast Iron bandwheels are not only more rigid, but also have 
additional weight which helps the flywheel effect, reducing 
workload on the motor and helping power the blade 
through the workpiece. 

Crowned Rubber Tyres
All Startrite bandwheels are covered with a thick rubber 
coating which will provide the necessary grip to drive the 
wheel correctly. In addition, the tyres are precision ground 
with a crowned radius to assist with accurate tracking of 
the blade.

Balancing
All Startrite bandwheels are dynamically balanced and 
rigorously tested to minimise vibration. Bandwheels revolve 
at very high speeds so correct balancing is critical, especially 
with larger diameter wheels.

Wheel Hubs
If the wheels are the heart of the machine, then the 
mechanism fixing them to the machine must be substantial 
and reliable, this has always been a particular strength of 
Startrite bandsaws. Only machined steel or cast iron and 
high quality industrial bearings are used.

Tensioning a blade correctly is 
essential to achieve accurate 
results on a bandsaw. In order 
achieve the correct tension though, 
the components have to be up to the 
job. Huge stresses are generated when a blade is tensioned, 
it is therefore essential that this area of the bandsaw is 
designed for maximum strength and rigidity. The entire 
industrial range of Startrite bandsaws are calibrated to 
20,000psi, giving excellent beam strength to the blade and 
setting them apart from lesser machines.

Tracking
The wheels are mounted on a pivoting cast iron bracket for 
extra strength, the angle of which is controlled by a screw 
and lock at the rear of the machine. This pivot bracket is in 
turn attached to a cast iron top slide providing a solid base 
when tension is applied. It is important to have rigidity in 
this area due to the stresses a correctly tensioned  
blade develops.

Tensioning
The mechanism is cast iron and sprung with a heavy duty 
spring to maintain tension. The tension  screw which uses 
a rolled acme thread for strength, is covered with an anti-
friction coating to give smooth operation.

BLADE TENSIONING 
AND TOP SLIDESA

GUIDESB

The fences on a bandsaw provide 
support and guide the blade 
through the material when a 
consistent cut is required. A rip 
fence is used for straight cuts and is 
essential, especially on long section material where there 
is no margin for error. A fence therefore has to stand firm 
to ensure the material is cut to the required size, whether 
that be a wafer thin veneer or a wide plank. The criteria for 
a blade guard is very simple it must provide the user with 
maximum protection whilst remaining unobtrusive when 
the machine is in use.

Rip Fences
Designed quite simply for maximum stability. All Startrite rip 
fences run on round solid steel bars rather than aluminium 
extrusions providing a rock solid base for the fence. The 
fence itself is made to exacting tolerances and features two 
faces on the fence plate. Throughout the range we have 
ensured That the fence is as deep as possible to provide 
maximum support right up to the machines capacity.

Blade Guards
The guards are designed to give full protection and comply 
with all safety legislation, but by opening on a hinge they 
allow easy access for blade changing.

C FENCES  
AND GUARDS

MACHINE 
FRAMESE

The very foundation that the 
bandsaw is built around, if the 
frame has any weakness this will 
transfer throughout the rest of the 
machine resulting in  
sub-standard performance. All Startrite 
bandsaws run at 1500M/min, which requires superior frame 
strength and wheel balance.

Design
Startrite bandsaws are designed around heavier frames 
than most of the competition and wherever possible 
strengthening contours have been used to increase rigidity 
further. Our machines are designed to fulfil a 20-30 year 
working life under industrial conditions, therefore are 
developed and engineered with this as the main criteria. 

Construction
Startrite bandsaws are fabricated from heavy gauge steel 
sheet, folded and gusseted. Extra plating is used in key 
areas to provide extra strength. The width of the spine in 
proportion to the height of the machine reduces twist  
and flexing.
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CERAMIC GUIDES

Ceramic blade guides are fitted 
to the 352SB, providing 
maximum support. A roller guide 
version is also available.

352SB Industrial Bandsaw
The Startrite 352SB has been at the heart of school and 
college workshops for many years. This machine also offers 
a dual speed option in three phase, making it equally 
suitable as a versatile industrial machine.

The 352SB features the Startrite ceramic guide system 
ensuring the user achieves optimum results. The guides are 
operated on a rack and pinion rise and fall. Rack and pinion 
is also used on the table tilting mechanism. 

This machine is sure to impress when it comes to accuracy 
and performance. The user of the 352SB can undertake 
every project with confidence.

Available in single phase or three phase, the three phase 
model has two speeds which allows the efficient cutting of 
materials such as acrylic or foam.

The 352SB can also be fitted with an optional wheel kit if 
the machine needs to be moved.

With a proven track record throughout education and 
backed up by Startrites industrial pedigree, this machine 
will not disappoint. 

SPECIFICATIONS
Bandwheel diameter 400mm

Blade Speed 1500M/min (single phase) 
 1500M/min & 750M/min   
 (three phase)

Motor Power 1 1/2hp

Height Under Guides 285mm

Max Cutting Width 390mm

Table Size 400x500mm

Table Tilt 0-20º

Blade Width 6 - 30mm

Blade Length 3607 (142”)

Weight 145kg

Size W750 x D660 x H1790mm

SAFETY FEATURES

RACK & PINION TILT

The table tilts from 0 - 20º on 
a rack and pinion mechanism, 
allowing accurate angles to  
be achieved.

Lockable doors prevent 
unauthorised access.

LOCKABLE ISOLATOR

Fitted to the motor unit to 
prevent unauthorised operation.

The 352SB is built to comply with regulation BS4163.  
Now featuring a whole host of upgrades, specifically to increase the 
performance of the machine but ensuring the safety of the user. The 
motor is equipped with a mechanical brake, whilst user access can be 
restricted through the keyswitch isolator. The doors are interlocked and 
can be locked to prevent unauthorised access. Once in use there is an 
emergency kickstop which stops the machine well inside ten seconds 
through application of a mechanical motor brake.

SOLID STEEL  
GUIDE POST

Rack and pinion rise and fall with 
solid steel guide post.

Heavy duty solid cast iron 
bandwheels running on high 
quality industrial bearings and 
hubs to absorb vibration and give 
strong, stable cutting capability.

CAST IRON 
BANDWHEELS

BLADE TENSIONING

Accurate blade tension gauge.

Deep rip fence moves on a solid 
steel bar using a ratchet handle 
on a cast iron clamp.

Automatic mechanical brake 
system operates on the motor 
and will stop the bandwheels in 
less than ten seconds.



SPECIFICATIONS	 401E	 401S
Bandwheel diameter 415mm	 415mm

Blade speed 1500M/min		 1500M/min

Motor power (single phase)  3hp	 3hp

Motor power (three phase) 3hp	 3hp

Height under guides  400mm	 400mm

Maximum cutting width  390mm	 390mm

Table size  420x575mm	 420x575mm

Table tilt  0-20º	 0-20º

Blade width 6-30mm	 6-30mm

Blade Length 3810	(150”)	 3810	(150”)

Weight  158kg	 148kg

Dimensions  D520	x	W770	x	H1920mm	 D520	x	W770	x	H1920mm
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401E & 401S Industrial Bandsaws

RACK	&	PINION	
TABLE	TILT

The 400 series has now been extended to include a more 
economical version of the 401S and all of the machines 
have had their capacity increased to the class leading 
400mm cutting height of the 440R. The strength of the 
bandsaw bodies allows the blade to be tensioned to 
20,000psi and above when needed providing proper blade 
tension for accurate cutting. Because of their rigid bodies 
they also run at 1500 M/min, about twice the speed of a 
typical cheap far eastern import. This provides a cleaner, 
faster cut with a better finish. 

401E
Built with the same strong frame as the 401S but with 
electronic braking and roller guides it provides the 
opportunity to own a precision built, high quality, European 
machine for the same price as a far eastern import. At this 
price there is nothing to match the performance  
and durability.

401S
Sharing all of the same existing specifications and 
capacities as the 401E, the 401S is fitted with a 
mechanically braked motor and our unique ceramic guide 
system for ultimate performance.

Heavy duty cast iron bandwheels 
and tensioning slides.

CAST	IRON	
BANDWHEELS

BLADE	TENSIONING

INDUSTRIAL	FENCE

Accurate blade tension gauge.

Solid industrial fence and  
steel rail.

ROLLER	GUIDES

Precision roller guide system 
gives accurate results (401E).

400mm	DEPTH	OF	CUT

CERAMIC	GUIDES

Ceramic blade guides are fitted 
to the 401S, providing 
maximum support.
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CERAMIC BLADE GUIDE SYSTEM

581S & 681S Wide Series Bandsaws
The Startrite wide series bandsaws have all the main features of the 400 series range, but 
with heavier frames, with positive motor braking systems and ceramic guides as standard. 
With a choice of throat widths up to 680mm, all machines have cutting heights from 
300mm to 400mm.

SPECIFICATIONS 581S 681S

Bandwheel diameter 600mm 450mm

Blade speed 1500M/min	 1500M/min

Motor power (single phase)  3hp	 3hp

Motor power (three phase) 4hp	 4hp

Height under guides 400mm	 400mm

Maximum cutting width 580mm	 680mm

Table size  600	x	830mm	 700	x	970mm

Table tilt  0-20º	 0-20º

Blade width  6-30mm	 6-40mm

Blade Length	 4572	(180”)	 5016		(197	1/2”)

Weight  280kg	 330kg

Dimensions  D790	x	W1000	x	H2000mm	 D800	x	W1180	x	H2200mm

OPTIONS
5.5hp three phase motor (both machines)

CERAMIC GUIDES

Both the 581S and 681S feature 
ceramic guides.

BRAKED MOTOR

Mechanical brake  
induction motor.

Throat width up to 680mm 
(681S).

RACK & PINION 
TABLE TILT

Historically guide systems are designed to support the blade on both 
sides either above or below the back thrust roller or pad. This always 
carries the risk of twist, as pressure from the wood being cut is 
transferred to the rear thrust pad or roller

We are proud to introduce our revolutionary ceramic blade guide 
system to the Startrite bandsaw range. This guide system protects 
against the twist that can be found on traditional guide systems, by 
supporting the blade sides both above and below the rear thrust pad. 
This gives the blade exceptional stability throughout the  
cutting operation.

As well as this revolutionary design, the actual blocks used within 
the construction are made from ceramic. This very same material is 
used in the construction of space craft, to give protection against the 
extremely high temperatures generated when travelling through the 
earths atmosphere. Ceramic is used because of its heat displacement 
properties, this technology is utilised in the Startrite ceramic guide 
system enabling the guides to run close to the blade on all sides 
without any heat build up, providing the ultimate in blade  
guide performance.

Ceramic support blocks both 
above and below the rear  
thrust pad.

Lower ceramic support blocks.
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440R Heavy Duty Bandsaw
With an even heavier frame than the 401E and 401S to 
enable tensioning of the blades up to 50mm wide, this is 
a mini-resaw machine, perfect for the smaller shop that 
has serious ripping requirements, but neither the space nor 
budget for a full blown re-saw.

The strength of the bandsaw body allows the blade to be 
tensioned to 20,000 psi and above, when needed, providing 
proper blade tension for accurate cutting. Because of the 
rigidity of the body the 440R runs at 1500M/min, providing 
a cleaner, faster cut with a better finish. 

SPECIFICATIONS
Bandwheel diameter 440mm

Blade speed 1500M/min

Motor power (single phase)  3hp

Motor power (three phase) 5hp

Height under guides  400mm

Maximum cutting width  425mm

Table size  500x640mm

Table tilt  0-20º

Blade width 20-50mm

Blade Length	 4114mm	(162”)

Weight  236kg

Dimensions  D590	x	W850	x	H1970mm

RACK & PINION 
TABLE TILT

Heavy duty cast iron bandwheels 
and tensioning slides to tension 
the blades up to 20,000psi.

CAST IRON 
BANDWHEELS

400MM DEPTH OF CUT

BLADE TENSIONING

Accurate blade tension gauge.

WIDE BLADE CAPACITY

Blades up to 50mm wide can be 
fitted to provide  
superior performance.

INDUSTRIAL FENCE

Solid industrial fence and  
steel rail.

CERAMIC GUIDES

Ceramic blade guides are fitted 
to the 440R, providing 
 maximum support.



11

941S Extra Duty Bandsaw

SPECIFICATIONS
Bandwheel diameter 940mm

Blade speed 1500M/min

Blade Width	 20-50mm

Blade Length	 ?

Motor power (three phase) 7.5hp

Height under guides  560mm

Maximum cutting width  910mm

Table size  820x1300mm

Weight  860kg

Dimensions  D1550	x	W920	x	H2900mm

OPTIONS
10hp and 12.5hp motors available

This machine boasts a 36” throat and weighs in at 700kg. 
The maximum blade width is 2”and ceramic guides are 
fitted. Also featured is a heavy duty cast iron rip fence 
for solid support of the timber. These machines can be 
manufactured to customer’s specification to suit a wide 
variety of applications and needs. The 941S is the largest 
capacity machine in the Startrite range with a cutting 
width of 910mm and a cutting height of 560mm. Because 
of its size and capacity the body is of an even heavier 
construction than the other machines in the range.

The 941S can be specified with several options. 
Motor power can be from 7.5 to 12.5hp, and it can 
be specified in single speed (timber), two speed 
or variable speed for special applications. Cutting 
height can also be extended to the customer’s 
specification. A machine built to your specification 
usually has a six to eight weeks delivery time.

CERAMIC GUIDES

Ceramic blade guides can be 
fitted to the 941S, providing 
 maximum support.

RACK & PINION TILT

The table tilts from 0 - 20º on 
a rack and pinion mechanism, 
allowing accurate angles to  
be achieved.

Throat width 910mm.
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SIDEWAYS MOVEMENT

The table moves up to 400mm 
from side to side.

STM25 Heavy Duty Morticer
The STM25 is a heavy duty cast iron morticer, following 
in the Startrite tradition of solidly built, high performance, 
long lasting machinery. 

With a maximum chisel capacity of 1”, this powerful 
machine is capable of penetrating all kinds of timber with 
precision and ease. The large table, finely ground from cast 
iron and deep back fence provides a solid base and plenty 
of support to even the heaviest workpieces.  Machined 
dovetail slides allow the table to move easily in longitudinal 
and lateral directions. 

Ideally suited to the professional workshop, this morticer is 
extremely accurate, yet it has the power to cope right up to 
the maximum capacity. The substantial build and weight of 
this machine makes even the most demanding of cuts easy 
to handle, all key components are mounted on the heavy 
cast iron framework. This not only dampens vibration but 
gives the machine real stability, essential when working 
with large material. 

Delivering reliable and solid performance, the STM25 is 
easy to set up, easy to use and enables accurate consistent 
results. The STM25 is in keeping with the Startrite tradition 
of providing long lasting machinery which offers quick 
return on investment.

SPECIFICATIONS
Maximum chisel size softwood  25mm

Maximum chisel size hardwood 19mm 

Timber capacity  225 x 180mm

Stroke of chisel head 125mm

Motor power  1hp

Table movement side to side  400mm

Table movement front to back  90mm

Weight  160kg

Dimensions D690 x W520 x H1690mm

DEPTH STOP

Depth stop limits mortice depth.

The operating arm provides 
plenty of leverage.

The large ergonomic handwheel 
easily controls the movement in 
both directions.

TRAVEL STOPS

Travel stops for the table are easy 
to set at the rear or the machine.

WORK CLAMPS

The work clamp can be easily 
repositioned to accommodate 
different workpiece widths.

DOVETAIL SLIDES

Machined dovetail slides allow 
the table to move easily front 
to back.



CROSS CUT FENCE

Substantial cross cutting table 
machined for accuracy.
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The STA315 is the ideal traditional joinery saw, the cabinet is constructed of heavy gauge 
steel, the table and internal workings are of cast iron and the machine weighs a massive 
330kg giving the solid day in day out performance required by the professional user. 
Working table size is 900 x 800mm with a fine ground surface and heavily ribbed for 
stability.  The 315mm blade will rise above the table 102mm and tilt to 45º where it rises 
72mm. The rip fence itself is on a large cast support with micro adjustment and is mounted 

on a 45mm diameter chrome plated bar giving the user complete confidence in its accuracy 
and stability. In standard form a rip cut of 950mm can be achieved although a rip cut of 
1270mm is available to special order, this comes complete with support legs. To complete 
the package the machine is equipped with a 500mm x 500mm sliding table with a heavy 
aluminium fence and length stop, it is supported by a telescopic arm and will cut 620mm 
in front of the blade.

STA315 Extra Duty 12” Table Saw

OPTIONS
5.5hp motor

Motorized scoring blade (120mm)

Right Hand Extension to give 950mm or 1270mm rip to fence

SPECIFICATIONS
Blade size  315mm

Blade bore  30mm

Blade speed  4000rpm

Sliding carriage stroke  620mm

Maximum depth of cut 102mm at 90º, 72mm at 45º

Maximum rip to fence  630mm Standard

Working table size 972 x 800mm

Motor power (single phase) 3hp

Motor power (three phase) 4hp

Weight 330kg

Dimensions  
(inc. cross cut table and fence) W2130 x D1738 x H850mm

Rock solid rip fence featuring 
very heavy cast iron mount on a 
45mm diameter steel bar.

LARGE WORKTABLE

Large worktable with plenty of 
capacity to the left of the blade, 
making it ideal for solid work.

MICRO ADJUSTMENT

A solid cast iron fence mount 
houses the easy to operate 
micro-adjustment facility.

The sliding table bar is threaded 
for easy removal when not 
in use.

SLIDING TABLE BAR

12” BLADE

With the 12” blade an 
impressive 4” depth of cut is 
easily achievable.

SLIDING CARRIAGE

The sliding carriage can be 
secured in place using the sturdy  
locking mechanism.

RISE AND FALL LOCK

Both the rise and fall and 
tilt handles feature a locking 
mechanism.
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The T160 has been designed as a solid, reliable workhorse for the smaller joinery shop. The 
internals are cast with a heavy duty lifting column that would grace a much  
larger machine. 

The fences have two movements, one to move both fences in parallel for increased or 
decreased cut and separate fine adjustment of the outfeed fence. The T160 has the added 
bonus of table extensions. The table extensions add an extra 1000mm of support when 
bought as a pair.

The build and capacities are hard to beat at this level. With 1000 x 500mm main table, 
125mm usable height, 190mm opening, four speeds and 3hp motor.

A cast iron sliding table further extends the versatility of the machine.

T160 Professional Spindle Moulder

OPTIONS
T160/SC Sliding Table

T160/TE Table Extensions 
 (500mm)

SPECIFICATIONS
Table size  1000 x 500mm

Table size with extensions  2000 x 500mm

Spindle diameter 30mm

Maximum spindle height  160mm

Working height of spindle  125mm

Maximum tool retractable 
under the table 185 x 75mm

Speeds  1400, 3500, 6000 & 8000rpm

Motor  3hp (Single or 3 Phase)

Dimensions  W1000x H850 x D500mm

Dimensions 
(with table extension) W2000 x H850 x D500mm

TABLE EXTENSIONS

Table extensions are available for 
the infeed and outfeed tables.

ADJUSTABLE FENCE

Independently adjustable fence 
on the infeed and outfeed tables.

External spindle lock.

Fence adjustment with measure 
moves both fences together for 
quicker setup.

HEAVY INTERNALS

Heavy internals reduce vibration 
and provide long machine life.

FENCE ADJUSTMENT

The outfeed fence can be 
adjusted independently with 
micrometric precision.

SLIDING CARRIAGE

Optional cast iron sliding  
carriage available.



T1000S & T1002 Professional Spindle Moulder

SPECIFICATIONS T100S T1002
Working table dimensions  1000 x 550mm 1000 x 650mm

Sliding table dimensions 1150 x 350mm 1150 x 350mm

Spindle diameter 30mm 30mm

Spindle tilt 0 - 45o 0 - 900

Vertical movement of spindle 175mm 180mm

Working height of spindle 125mm 125mm

Maximum tool diameter

 For profiling 180mm 250mm

 For tenoning 250mm (with tenoning hood) 300mm

Speeds  1400, 3500, 6000 & 8000rpm 3000, 4000, 5000, 6000,  
   8000, 10000rpm

Motor  5.5hp 5.5hp

Dimensions (with table ext.) W2000 x H850mm x D500mm W2000 x H850mm x D500mm

Weight 390kg 430kg
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For those wishing to have a sliding table on a spindle moulder the sliding aluminium beam 
is the best option. It supports the material close to the cut and when locked in position for 
linear work does not obstruct the operator. The optional tenoning hood and plate allow 
tenoning to be carried out safely. The internals of this machine are of heavy construction 
allowing an optional 7.5hp motor to be fitted and the T1000S has a 45º backward tilting 
spindle for easier use with a power feed and has an electronic indicator for spindle speed. 
A versatile and heavy machine at a very economical price.

MORI CLAMPING

MORI clamping device fitted  
as standard.

SAFETY GUIDES

Optional safety guides.

TENONING

Optional tenoning table  
and hood.

OPTIONS
Integral safety guides 350 or 500mm

Tenoning table and tenoning hood

Left / right spindle rotation

Left and right hand extension tables

Spindle diameters: 1 1/4", 35mm, 40mm, 50mm

Powered feeder

250mm spindle hood and fences

7.5hp motor

250mm SPINDLE HOOD

Optional hood for tooling up to 
250mm diameter.
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PS315 Industrial Panel Saw

SPECIFICATIONS
Blade diameter  315mm

Blade speed  4000rpm

Scoring blade diameter 120mm

Scoring blade speed  8000rpm

Blade tilt  0-45º

Main table size 800 x 350mm

Right extension table 800 x 740mm

Stroke capacity 1800mm

This new panel saw offers exceptional value for money. Ideal for the smaller professional workshop where a reliable workhorse is required.
The PS315 is a professional panel saw for the small to medium sized business, the perfect answer for easy and accurate cutting of panels. It has very high spec for a machine in this price 
range and everything about the machine shows its professional pedigree. An ultra-rigid rip fence is set on a massive fence rail and can give a 1270mm cut to the right hand of the saw. 
The extremely rigid and smooth running beam with its 1800mm squaring capacity will give reliable accuracy in a busy commercial environment. It has a 120mm scoring blade which is 
powered by a separate motor, essential for the more demanding work the machine may encounter.  
The squaring table is a generous size and the squaring table fence, with its two flip over stops which are heavy and dependable, can be extended out to 3200mm.

SCORING BLADE

The 120mm scoring blade is powerd by a separate motor to provide 
maximum power and reliability.

HEAVY DUTY MOTOR HOUSING

The powerful motors are supported by a substantial housing and cast 
trunnions.

LARGE CAPACITY

An impressive 1250mm rip capacity is possible with this machine, 
making it ideal for cross cutting 8’ x 4’ sheets.

Maximum rip capacity 1250mm

Maximum rip to fence 905mm

Max depth of cut 120mm at 90º 72mm at 45º

Motor power 

 Single phase 3hp

 Three phase 4hp

 Scoring blade 3/4hp

Dimensions  W2520x H1080 x D2000mm
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SD300 Industrial Planer Thicknesser

SPECIFICATIONS
Maximum depth of cut 3mm
Maximum thicknessing depth	 200mm
Maximum planing width	 310mm
Cutterblock speed	 5300rpm
Motor power	 3hp
Blade speed	 4000rpm
Size	 W900	x	D1400	x	H1020mm
Weight 215kg
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This easy to use planer thicknesser is ideal for light commercial use or even a keen  home enthusiast. 
The SD300 is driven by a 3hp induction motor and has all the industrial features you would expect and a few you may not at this price level. The surfacing tables are cast iron, heavily 
ribbed for strength and a generous 1400mm to make straightening long timbers an easier job. Adjustments to cutting depth are made with a simple to operate lever and large easy to 
read  scale. Changeover to thicknessing is also quick and easy, only the outfeed table needs to be lifted with no need to remove the fence, the dust chute flips over and you are ready to 
thickness on the large cast iron thicknessing table which is supported by a heavy central column and raised smoothly with a large handwheel.

The 70mm block has three knives to allow faster feed speeds and provide a good quality finish. Anti kickback fingers protect the user as the spiral cut steel infeed roller drives timber easily 
into the block. The outfeed roller has a heavy rubber sleeve to protect the newly planed surface.

What you may not expect to find is the large cast iron fence, so important for accurate surface planing. This fence, which tilts to 45º and is quickly and easily reset to 90º with the aid of a 
location pin, is mounted on a thick steel bar which in turn is mounted in another substantial casting.

CAST IRON FENCE

Heavy industrial cast iron fence 
provides solid support  
from 0-45º.

CUTTER BLOCK

The three knife cutterblock, anti 
kick-back fingers and rubber 
coated outfeed roller safely 
provide an excellent finish.

THICKNESSING BED

Substantial central column gives 
strong support to workpieces 
when thicknessing.

PARALLEL LIFT

The outfeed table simply flips 
upward and out of the way when 
in thicknessing mode, eliminating 
the need to remove it from  
the machine.

OPTIONS
RPPSJ Blade setting jig
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SPECIFICATIONS	 SD320	 SD410
SurFACE	PlANEr

Planing width 320mm	 410mm

Table length 1500mm	 1800mm

Max depth of cut 5mm	 5mm

Cutter block diameter 80mm	 100mm

Number of  knives 3	 4

Fence dimension 1000	x	155mm	 1000	x	155mm                                   

ThICkNESSINg

Working table dimensions 600	x	316mm	 650	x	406mm

Maximum depth of cut 3mm	 3mm

Feed speed 7M/min	 6M/min

Thicknessing capacity 4-230mm	 4	–	225mm

Motor power 3hp	 4hp

Weight 315kg	 390kg

SD320 
The SD320, although at a very attractive price, is a heavily built machine suitable for use 
in a commercial environment. It surfacing capacity is 320mm and thicknessing capacity 
316 x 230mm making it very usable for most joinery work. The tables are 1.5 metres long, 
essential for successful straightening; they are heavily ribbed and have a fine ground finish. 
The fence is mounted on a cast iron dovetail and can be pushed back so the tables can 
be lifted with it in place. The cutter block is 80mm diameter with three knives and fitted 
in a large cast iron mounting to provide complete rigidity. An extractor hood is built into 
the machine and doubles for surfacing and thicknessing, it has a 120mm outlet. The whole 
machine weighs 315kg and is an economic and practical addition to the smaller workshop.

SD410 
The SD410 is a larger version of the SD320. Because of its increased capacity it comes 
with a 4hp three phase motor. A 3hp single phase is available to special order but not 
recommended for full width planing. Surfacing capacity is 410mm and thicknessing 
capacity 406 x 225mm. It has 1.8 metre tables for good straightening and these are heavily 
ribbed and finely ground. The fence is mounted on a cast iron dovetail and can be pushed 
back to lift the tables for thicknessing. A 100mm diameter four knife block is fitted to 
this machine and is mounted in large cast iron mountings to give complete rigidity. The 
thicknessing table is fitted with two rollers. An extractor hood is built into the machine and 
doubles for surfacing and thicknessing with a 120mm outlet. The machine weighs 390kg 
and will give years of excellent service.

SD320	&	SD410 Professional Planer Thicknessers

OPTIONS
PT320-A Jockey Wheel Kit

PT320-B Replacement Knives

ThICkNESSINg	BED

The thicknesser table is supported 
on a heavy steel column for 
maximum rigidity.

CuTTEr	BlOCk

80mm diameter three knife cutter 
block on the SD320, 100mm 
diameter four knife cutterblock 
on the SD410.



FS32 & FS41 Heavy Duty Planer Thicknessers

100mm CUTTERBLOCK

Both machines feature a heavy 
100mm cutterblock. The FS32 has 
three knives and the FS41 has 
four knives.

Tables lift away without having to 
remove the fence.

FS32 
The FS32 planer thicknesser is a compact machine but with heavy duty construction, 
designed for the professional workshop. With a weight of 420kg it is probably the heaviest 
planer in the 320mm class. It has a 100mm cutter block with three knives and a feed speed 
of 8m/min. The 1500mm tables open parallel and within the width of the machine making 
it easy to walk around when thicknessing. Finally the fence (a vital part of any planer and 
is too often an ill considered after thought) is very substantial with plenty of cast iron and 
solid cam locking. To make the transformation to thicknessing the planing tables lift back 
without having to remove the fence assembly. 

 
 
 
 

FS41 
The FS41 is a combined planer thicknesser with a surfacing capacity of 410mm and a 
thicknessing capacity of 406 x 225mm. It has parallel lift tables making the machine more 
compact in thicknessing mode as the tables lift within the width of the machine. The tables 
are 1.8 metres long for good straightening and because of their extra weight the lift is 
spring assisted, the fence lifts with the tables. The fence, a vital part of any planer is one 
of the best available, it is mounted on a 35mm solid steel bar and the angle adjustment 
is on a machined cast iron quadrant. A 100mm diameter cutter block with four knives is 
mounted in heavy castings giving complete rigidity and the thicknessing table is fitted 
with two rollers. The machine comes with a 4hp three phase motor although 5.5hp can 
be supplied as an option to order, single phase 3hp version can be supplied but is not 
recommended if full planning width is used often. The complete machine weighs 450kg 
which is testimony to the solid build quality of this machine.

EXTRACTION PORT

Features 120mm extraction port.

THICKNESSING BED

A cast iron thicknessing bed 
provides maximum support.

STEEL FENCE MOUNT

Heavy cast iron mount with cam 
action fence lock is supported by 
a solid steel bar.

PARALLEL LIFT

The tables lift parallel to  
the machine.

SPECIFICATIONS FS32 FS41
SURFACE PLANER
Planing width 320mm	 410mm
Table length 1500mm	 1800mm
Maximum depth of cut 5mm	 5mm
Cutter block diameter 100mm	 100mm
Number of knives 3	 4
Fence dimension 1000	x	155mm	 1000	x	155mm
THICKNESSING
Working table dimension 700	x	316mm	 700	x	406mm
Maximum depth of cut 4mm	 4mm
Feed speed 8M/min	 8M/min
Thicknessing capacity 4-225mm	 4-225mm
Motor power 3hp	 4hp
Extraction port 120mm	 120mm
Weight 420kg	 450kg

TILTABLE FENCE

The fence tilts on the heavy steel 
mount from 0 -45º.
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For straightening stock there is no substitute for long tables and the DMA41L has a total 
table length of 2650mm. The infeed table is 1500mm and the outfeed 1100mm, with a 
ground surface giving maximum performance. The DMA41L has a 125mm diameter four 
knife block mounted in heavy castings and can give a maximum depth of cut of 8mm with 
a motor power of 5.5hp. The machine weighs an impressive 650kg for maximum rigidity 
and performance, and has the benefit of an overhead control panel for ease of use.

The DMA53L has total table length of 2900mm and a table width of 530mm. The infeed 
is 1625mm and outfeed 1225mm, with ground surfaces. The DMA53L has a 125mm four 
knife block mounted in heavy casting and can give a maximum depth of cut of 8mm, 
motor power for the machine is 7.5hp. The machine weighs an impressive 800kg for 
maximum rigidity and performance and has the benefit of an overhead control panel for 
ease of use.

DMA41L & DMA53L Surface Planers

Long heavy tables with plenty of 
width to make straightening an 
easy task.

Extremely heavy duty cast 
iron fence provides rock solid 
workpiece support.
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SPECIFICATIONS DMA41L DMA53L
Working width 410mm	 530mm

Working table size 2650	x	410mm	 2900	x	540mm

 Incoming 1500mm	 1625mm

 Outgoing 100mm	 1225mm

Maximum depth of cut 8mm	 8mm

Cutterblock speed 4700rpm	 4700rpm

Cutterblock diameter 125mm	 125mm

Number of cutters 4	 4

Dimensions of cutters 410	x	35	x	3mm	 540	x	35	x	3mm

Dimensions of fence 1500	x	155mm	 1500	x	155mm

Motor power 5.5hp	 7.5hp

Dust collection port diameter 160mm	 160mm

Weight 650kg	 800kg
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DMS41 
The DMS41 has a 100mm cutter block with four knives and two feed speeds with an 
independent feed motor of 1.5hp. Rollers in the table are standard to help with the feeding 
of difficult material.

DMS53 
The DMS53 has a capacity of 530mm x 300mm with a working table of 530 x 950mm 
with table rollers. As you would expect from a machine of this size it has two feed speeds 
and separate feed motor together with a separate motor for power lifting of the table. It 
has digital read out of working table position and a hand wheel for fine adjustment. The 
cutter block is 125mm diameter with four knives and driven by a 7.5hp main motor. With 
two feed speeds of 8 and 16 m/min, the DMS53 gives an excellent finish on all stock. The 
machine is heavily built at 680 kilo but provides an extremely economic solution for  
wide planing.

DMS41 & DMS53 Thicknessing Planers

SPECIFICATIONS DMS41 DMS53
Working table dimensions 406 x 700mm 530 x 950mm

Maximum depth of cut 4mm 8mm

Maximum / minimum thickness 4-225mm 3 – 300mm

Feed speeds 6 and 12 m/min 8 / 16 M/min

Cutter block diameter 100mm 125mm

Number of knives 4 4

Number of motors 2 3

Table lifting manual powered

Main motor 4hp 7.5hp

Feed motor  1.1/1.5 kw  1.5/2 kw

Lifting motor power n/a  0.25 kw

Port diameter 120mm 160mm

Weight 680kg 680kg

FINE ADJUSTMENT

Fine adjustment facility with 
digital readout for accurate 
positioning of the working table 
(DMS53 only).

Large thicknessing table with 
table rollers as standard.
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K5-32 Universal Machine

SPECIFICATIONS
GENERAL

Size  L1700 x W1300 x H900mm

Weight 650kg 

SURFACE PLANER

Width to the working table 320mm

Length both working tables 1500mm

Maximum depth of cut 5mm

Diameter of the cutter block 100mm

Number of cutters 3

Dimension of cutters 320 x 30 x 3mm

Speed of cutting shaft 5000rpm

Motor power 3hp (single or three phase)

Dimension of support fence 155mm 

THICKNESSING PLANER

Working table dimensions 600 x 316mm

Thickness of the detail, min/max 4 - 230mm

Feed speed 7M/min

Maximum depth of cut 3mm

SPINDLE MOULDER

Working table dimensions 

of moulder - circular saw 1250 x 450mm

Spindle diameter 30mm

Usable spindle length 125mm

Vertical movement of spindle 160mm

Maximum tool diameter

 for profiling 180mm

 for tenoning 250mm (with tenoning hood)

Spindle speeds 8000, 6000, 3500, 1400rpm

Motor power 3hp (single or three phase)

Max. diameter of tool retractable 180 (height 75mm)

Working table height 850mm

Support guides 2 x 350mm

Dust collection port diameter 120mm

PANEL SAW

Sliding table size 1500 x 285mm

Saw blade diameter max /min 315 / 250mm

Tilting of saw blade 90 - 45º

Maximum height of cut at 90°/45°

 With 315mm blade 102 / 72mm

 With 250mm blade 70 / 49mm

Motor power 3hp (single or three phase)

Dust collection port diameter 120mm

Maximum width  
of cutting with the rip fence 630mm

OPTIONS
Independently powered scoring unit

Spindle moulder protector with integral safety device, 2 x 350 & 2 x 500mm

Eccentric clamp for detail clamping 

Tenoning table and tenoning hood

4hp motor (3 phase only)

Powered feeder

Shown with optional small 
support table.

The K5-32 is an extremely heavy duty machine at 650kg but for installation purposes can 
be split into saw spindle and planer modules making it possible to access narrower entry 
points, which can be a problem for fixed machines. When re connecting there is one simple 
plug that connects the planer to the main control panel and no rewiring or other electrical 
connections are required.

The machine has three 2.2kw / 3hp motors and switching from one function to another can 
be done in a matter of seconds.

Like all modern universals it has an aluminium sliding beam, generously sized at 1500 x 
285mm and runs on steel inserts, a squaring frame is included together with a telescopic 
support arm, so it has the functionality of a professional panel saw. The rip fence extends 
to 630mm to the right of the saw and is on a large cast mounting with micro adjustment. 
An independently powered scoring blade unit is available as a factory fitted option.

The planer has a working width of 320mm and a thicknessing capacity of 320 x 230mm. 

The surface tables are 1500mm long and heavily ribbed giving excellent support for 
straightening and squaring. With a 100mm diameter three knife block and a feed speed of 
7M/min the machine gives an excellent surface finish.

The spindle moulder is four speed and the quill and motor housing are in very substantial 
cast iron mounts giving exceptional smooth operation. The fences have two movements, 
one to move both fences on a micrometric scale and the other to adjust the outfeed fence 
for full face mouldings. A tenoning table and hood are available as an option allowing 
tenoning to be carried out safely.



MDE-HCE, MDE-HCS & MDE-HCT  
Professional Dust Extraction
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Heavy duty filters provide 
optimum extraction in the 
workshop. Optional cartridge 
filters can be fitted to reduce 
filtration to below 01.micron.

Large collection 
capacities

MDE-HCE MDE-HCS MDE-HCT

A professional machine requires professional extraction 
for optimum performance and the safety and comfort of 
the operator. Startrite offer an excellent choice of such 
machines. For a single planer or spindle moulder the MDE-
HCE or MDE-HCS are an effective yet economic choice and, 
like all impellor driven extractors in the range, are trolley 
mounted so it can be taken easily from one machine to 
another.

As well as being suitable for use with a single machine, 
The MDE-HCS, with suction capacity of 3000 M3 / Hour, is 
suitable for powering a small to medium extraction system. 
For larger systems or more demanding tasks the MDE-HCT, 
with suction capacity of 5000 M3/Hour, is ideal.

On all three models the motor unit can be turned upside 
down, allowing easier connection to a wall mounted 
system.

MOTOR UNIT

The motor unit can be turned 
upside down for easier use with a 
wall mounted extraction system.

SPECIFICATIONS MDE-HCE MDE-HCS MDE-HCT
Suction Hood Diameter  150mm	 150mm	 200mm

Airflow 2000m3/H	 3000m3/H	 5000m3/H

Bag Diameter 450mm	 500mm	 500mm

Motor   1hp	 2hp	 3hp

Capacity  139	Litres	 177	Litres	 384	Litres

Dimensions W920	x	D530	x	H1900mm	 W1100	x	D530	x	H2260mm	 W1600	x	D720	x	H2550mm
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Accessories for MDE-HC Range
A wide range of accessories are available for this range. 
Our most popular accessories are shown below but if you 
have any other requirements please call our sales office  
on 01246 561 520.

Y Coupling

MDE-Y100/60  100mm straight with 60mm off chute

MDE-Y120/60  120mm straight with 60mm off chute

MDE-CR120/100 120mm - 100mm

MDE-CR150/100 150mm - 100mm

MDE-CR150/120 150mm - 120mm

MDE-CR200/100 200mm - 100mm

MDE-CR200/120 200mm - 120mm

MDE-CR200/150 200mm - 150mm

Reducing Cones

MDE-HCE/A Collection bag for MDE-HCE

MDE-HCS/A Collection bag for MDE-HCS

MDE-HCT/A Collection bag for MDE-HCT

Collection Bags

Flexible Hose

ZAMV	 100mm x 2M PVC hose - LH helix

DX1000-2MT	100mm x 2M Polyurethane hose - LH Helix

DX100HX20	 100mm x 20M Polyurethane hose

DX120HX15	 120mm x 5M Polyurethane hose

Two & Three Way Collectors

MDE-CR150/100/2	 150mm to 2 x 100mm ‘Y’ connector

MDE-Y120/60 120mm to 2 X 120mm ‘Y’ connector

MDE-CR200/3 200mm inlet, 3 x 120mm outlets

Collection Bag Clamps

DX100H	 Jubilee Clip

MDE-F2 Professional 80 Litre Dust Extractor

Bespoke Dust Extraction

SPECIFICATIONS
Filtration  0.5	micron

Airflow  106	litres	per	second

Capacity 80	litres

Motor  2	x	1.2kw

Weight   20kg

Dimensions W660	x	D490	x	H630mm

A robust fine filtration extractor, ideal as a dedicated 
companion to a table saw or bandsaw and compact 
enough to tuck underneath or behind a machine.

The MDE-F2 is a vacuum extractor ideal for fine dust 
producers such as table saws or bandsaws. Filtration 
is below 0.5 microns and the machine has two motors 
mounted in a metal hood. The MDE-F2 has an 80 litre 
collection capacity. The metal hood not only gives the 
necessary protection for use in a busy workshop it is 
acoustically lined to reduce noise. The large filter size 
provides good life and maintenance costs are low. Powerful 
enough to run a small system and long hose runs, providing 
it is airtight and good quality blast gates are used.

TWIN MOTORS

Twin motors provide ample 
power and long runs can  
be made.

1
2AIR

IN

AIR
OUT

3

THREE STAGE 
FILTRATION PROCESS

Each filter is large for it’s class - 
extending life and time required 
between cleaning or replacement.

0.5 MICRON
Suitable for MDF

FILTRATION
RATING

In addition to the machines shown in this catalogue 
Startrite offer many other extraction units to fit most 
needs. Covered aspirators with filtering sleeves and 
manual shakers and multi filters that can have elements 
added making three, four or five filters and bags. Special 
accessories can also be supplied such as up to five way 
outlets, blast gates and connectors made to  
your specification.
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Bespoke Woodworking Solutions
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In addition to our own range of machines we also work with 
carefully selected partners to provide a complete solution 
for industrial woodworkers, including specialist and full 
production machines.

A complete solution for 
industrial woodworkers.

Resaws
Five models of resaw machines are available, three 3” machines and two 
4” machines one of which features hydraulic tension. Cutting heights are 
from 450 to 600mm and motor power from 12.5 to 30hp. To complement 
these a choice of four power feeders are offered.

Summa Bandsaw
A unique machine with its sliding 
panel saw beam, a cutting height of 
500mm and a 750mm throat depth it 
can provide the solution to deep cross-
cutting applications.

Oscillating Sanders
Four models of universal sanding centres with oscillating belt are offered 
and are suitable for many sanding operations, edge sanding, curved 
sanding, bobbin sanding and many other applications. Power feeds can 
also be fitted to these machines.



Chain Morticers
A very fast method of producing 
large mortices, five models all 
with the capacity for a full door, 
horizontal boring is also available 
on some models.

Door Centre
For high production of doors this compact three 
axis CNC machine completes the lock and 
hinges and incorporates custom software.

Startrite Woodworking Solutions
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Harwi Vertical Panel Saws
The vertical panel saw is ideal for companies 
having a sheet cutting requirement but not the 
space for a conventional panel saw.

Cross Cut Saw
A range of cross cut saws 
with either 350mm or 400mm 
blades and cross cutting 
capacity up to 1250mm.



Industrial Woodworking 
Machinery Range

Bandsaws

Table Saws

Panel Saws

Planing and Thicknessing

Spindle Moulders

Universals

Morticing

Dust Extraction 

Specialist Machines

Unit B, Adelphi Way, Ireland Industrial Estate, Staveley, Derbyshire S43 3LS 
Tel: 01246 561 520  Fax: 01246 561 537 
Email: info@startrite.co.uk

www.startrite.co.uk
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