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The instruction for installing and operating

1．．．． Fixing the lubrication pump to the gantry

2. Connecting  the  wires

3. Connecting  the compress

The oil 

lubrication  pump 
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The instruction for installing and operating oil mist lubricati

Fixing the lubrication pump to the gantry 

wires connectors 

the compressed air tube to the pump 
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oil mist lubricating system 

The gantry 

The bolts used 

to fix the pump 

Connecting the wire 

connectors together, 

don’t need to mind 

which one is neutral 

line or live line. 

Notice:  

The wires are the 

used for supplying 

power for the pump 

(220V～～～～AC), so you 

should turn off the 

power of the 

machine before you 

connect them. 
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4.Adding the coolant to the pump

The size of the 

air tube is ΦΦΦΦ8mm 

                      

 

Honesty Moulds The Quality , Quality Win The Market

Adding the coolant to the pump 
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The size of the 

air tube is ΦΦΦΦ6mm 

Connecting this 

air tube to the air 

compressor, 

normally (0.2 ～～～～

0.6)MPa is enough. 

Removing the nut and 

add the coolant to the 

pump. Normally you 

can use any one of 

following coolant to cool  

the tools : 

1. Clear water 

2.Coolant for motor 

3. The industrial alcohol 

which  concentration is 

40％％％％. 
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5.Turn on the power and make the oil mist

 

 

 

 

 

 

Level indicator 

Turn on the power of the 

machine, then press the 

button and the light of 

the button will become 

bright, then the cooling 

system  will work. 
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Turn on the power and make the oil mist cooling system to work
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cooling system to work 
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Frank 

TigerTec Inc. 

15-11-2017 

When the pump is 

working  you can 

adjust the air pressure 

by yourself, normally 

the air pressure is 

enough when the value 

is between (0.2 ～～～～ 0.6) 

MPa. 

The  nozzle used for 

cooling the tools 
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